
Standing Rib™ panels from Mansea Metal are designed to have the appearance and
durabi l ity of standing seam panels at a more affordable cost. This panel is an attractive
option for roofing appl ications as wel l as post-frame buildings. Standing Rib™ is an
exposed fastened product offering 36 inches of coverage. The Sherwin-Wil l iams®
WeatherXL™ finish carries a 40-year l imited warranty and is avai lable in 22 colors.

Commercial Residential Agricultural

Applications:
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36” Coverage
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Kentucky

925 Rol l ing Hil ls Lane

Winchester, KY 40391

Phone: (859) 744-4475

Fax: (859) 744-4324

Illinois

1 1 81 State Route 1 21

Mt. Zion, IL 62549

Phone: (21 7) 864-5835

Fax: (21 7) 864-2297

Ohio

4799 Salem Ave.

Dayton, OH 4541 6

Phone: (937) 503-2457

Fax: (937) 275-981 2
www.ManseaMetal.com

GENERAL INFORMATION

Slope: Minimum recommended roof slope is 3:1 2.

Coverage: Available in a ¾” rib height with a 36” coverage

width.

Length: Minimum cut length is 3’-0”. Maximum

recommended cut length is 45’-0”. Longer panels need

special consideration for erection, packaging, and

shipping.

Substructure: Designed for use over a sol id substrate.

Uniform and properly al igned substructures are necessary

to avoid panel distortion.

Gauge: Available in 29 gauge and 26 gauge in Galvalume

and Sherwin-Wil l iams® WeatherXL™ colors.

Fasteners: Exposed fastened. Contact your representative

for assistance in choosing the proper fastener for your

project.

*Al l panels are subject to surface distortion when fasteners are
improperly applied. Fasteners that are over-driven wil l cause
stress across the face of the panel at or near the point of
fastening.

• 36” coverage

• ¾” rib height

• 1 2” rib spacing

• Galvalume substrate with 25-year
warranty

• Can be instal led vertical ly or horizontal ly

• Multiple, vibrant Sherwin-Wil l iams®
WeatherXL™ color options with 40-year
l imited warranty

• Complete l ine of accessories

• Minimum roof slope – 3:1 2

• Instal ls over a sol id substrate

• Exposed fastened panel.


